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GENERAL NOTES

SPECIFICATIONS - GEORGIA STANDARD SPECIFICATIONS, 2001 EDITION, AS MODIFIED BY
CONTRACT DOCUMENTS.

WORKING DRAWINGS - WHEN SUBMITTING SHOP DRAWINGS FOR THIS PROJECT TO THE D.O.T.
GE%%@QL OFFICE FOR REVIEW, THEY SHALL BE SENT TO THE OFFICE OF BRIDGE MAINT-
E .

REINFORCING STEEL - ALL REINFORCING STEEL SHALL BE PLACED AND TIED IN
ACCORDANCE WITH THE GEORGIA DOT SPECIFICATIONS. WELDING OF REINFORCING
STEEL WILL NOT BE PERMITTED.

CHAMFER - ALL EXPOSED CONCRETE EDGES SHALL BE CHAMFERED % INCH UNLESS
OTHERWISE NOTED.

TRAFFIC CONTROLS - ROAD TO BE CLOSED DURING BRIDGE CONSTRUCTION. SEE ROADWAY
PLANS AND SPECIAL PROVISIONS FOR DETOUR, TRAFFIC CONTROLS AND TRAFFIC CONTROL
PAYMENT.

EXISTING BRIDGE PLANS -~ PLANS FOR EXISTING BRIDGE MAY BE PURCHASED BY
CONTACTING THE PLANS REPRODUCTION OFFICE AT (404) 656-5401. THE ORIGINAL
BRIDGE WAS BUILT UNDER US ARMY CORPS OF ENGINEERS FILE NO. A-24-6-470.

DIMENSIONS AND ELEVATIONS - ALL DIMENSIONS AND ELEVATIONS SHALL BE VERIFIED 1IN
THE FIELD BY THE CONTRACTOR PRIOR TO ORDERING MATERIALS OR BUILDING FORMS.

EPOXY RESIN ADHESIVE - EPOXY RESIN ADHESIVE TYPE I SHALL BE APPLIED TO ALL
HARDENED CONCRETE SURFACES JUST PRIOR TO POURING THE CONCRETE FOR THE NEXT
STAGE OF CONSTRUCTION, SEE SECTION 886 OF THE GEORGIA DOT SPECIFICATIONS.
COSTSSEM%PDXY ADHESIVE AND ITS APPLICATION SHALL BE INCLUDED IN THE OVERALL
BID TTED.

EXISTING REINFORCEMENT - EXISTING REINFORCEMENT TO BE UTILIZED IN  NEW
CONSTRUCTION SHALL BE BENT IN A MANNER TO PROVIDE THE MAXIMUM LAP POSSIBLE
OR AS SHOWN ON THE PLANS. EXISTING REINFORCEMENT SHALL BE THOROUGHLY
CLEANED OF CONCRETE SCALE AND RUST BEFORE BONDING INTO NEW CONSTRUCTION.

WELDING - ALL WELDING ON GEORGIA DOT PROJECTS SHALL BE PERFORMED BY CERTIFIED
WELDERS THAT HAVE IN THEIR POSSESSION A CURRENT WELDING CERTIFICATION CARD
ISSUED BY THE GEORGIA DOT OFFICE OF MATERIALS AND RESEARCH. ONLY E70XX
(EXCLUDING E70i4 AND E7024) LOW HYDROGEN ELECTRODES SHALL BE USED FOR
MANUAL SHIELDED METAL ARC WELDING.

SALVAGE MATERIAL - NO MATERIAL REMOVED FROM THE EXISTING STRUCTURE SHALL BE
SALVAGED FOR USE BY THE GEORGIA DEPARTMENT OF TRANSPORTATION.

INCIDENTAL ITEMS - COST INCIDENTAL TO THE WORK THAT IS NOT SPECIFICALLY COVERED
BY THE GEORGIA STANDARD SPECIFICATIONS, SUPPLEMENTAL SPECIFICATIONS AND/OR
SPECIAL PROVISIONS SHALL BE INCLUDED IN THE OVERALL BID SUBMITTED. THIS
INCLUDES THE COST OF CLEANING AND BENDING OF EXISTING REINFORCEMENT,
WATERPROOFING, JOINT FILLERS, AND OTHER INCIDENTAL ITEMS NECESSARY TO
COMPLETE THE WORK.

GENERAL NOTES (CON'T)

PAINT - ALL STRUCTURAL STEEL SHALL BE CLEANED AND PAINTED AS PER SECTION 535 OF
THE GEORGIA DOT SPECIFICATIONS. PAINT SHALL BE SYSTEM XYII.

EXISTING UTILITIES - EXISTING UTILITIES SHALL BE MAINTAINED AND PROTECTED AT ALL
TIMES DURING CONSTRUCTION. COST FOR THIS WORK SHALL BE INCLUDED IN THE
OVERALL BID SUBMITTED.

DECK PANELS - CONTRACTOR SHALL FURNISH AND INSTALL DECK PANELS IN ACCORDANCE
WITH THE SPECIAL PROVISIONS. THIS WORK INCLUDES ALL STEEL GRID DECK
COMPONENTS, LEVELING DEVICES, AND PRECAST CONCRETE. COST FOR THIS WORK
SHALL BE INCLUDED IN THE PRICE BID FOR “COMPOSITE STEEL GRID DECK WITH
PRECAST CONCRETE SLAB”.

DECK GRINDING - DECK PANELS SHALL BE FURNISHED WITH AN ADDITIONAL %" OF OVER-
FILL IN ACCORDANCE WITH THE SPECIAL PROVISIONS. AFTER ALL CLOSURE PQOURS ARE
CURED, THE NEW SECTIONS OF DECK SHALL BE GROUND SMOOTH IN ACCORDANCE WITH
THE SPECIAL PROVISIONS. ALL CONCRETE DIMENSIONS AND REINFORCEMENT CLEARANCES
SHOWN ARE THE MINIMUM REQUIRED AFTER DECK GRINDING IS COMPLETE. COST FOR THIS
WORK SHALL BE INCLUDED IN THE OVERALL BID SUBMITTED.

EXISTING FINGER JOINTS - EXISTING FINGER JOINTS TO REMAIN SHALL BE SHIMMED UP TO
MATCH THE GRADE OF THE NEW DECK PANELS AS SHOWN ON PLANS. COST FOR THIS WORK
SHALL BE INCLUDED IN THE OVERALL BID SUBMITTED.

COPOLYMER OVERLAY - AFTER ALL DECK PANEL. AND SAFETY CURB WORK IS COMPLETE, THE
ENTIRE SURFACE AREA OF THE BRIDGE DECK SHALL BE OVERLAYED WITH A TWO-PART
EPOXY~-URETHANE CO-POLYMER BRIDGE DECK OVERLAY. THE OVERLAY SHALL BE
FURNISHED AND INSTALLED IN ACCORDANCE WITH THE SPECIAL PROVISIONS.

REMOVAL OF PARTS OF EXISTING BRIDGE - COST FOR REMOVAL OF PORTIONS OF EXISTING
DECK SLAB, SAFETY CURB AND BACKWALLS SHALL BE INCLUDED IN THE PRICE BID
FOR ITEM 540 REMOVAL OF PARTS OF EXISTING BRIDGE.

STRUCTURAL STEEL - STRUCTURAL STEEL FOR JOINT SHIM PLATES AND SAFETY CURB SHALL
BE INCLUDED IN THE LUMP SUM PRICE FOR “STRUCTURAL STEEL.”
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